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Logan W 

Diffuser 
Pro Audio

Technical Information

Description

Logan Diffuser provides diffusion over any bandwidth, given the precise width and depth 
of the integrated surface treatment. The scattering begins at 400 Hz and goes up to 
4000 Hz. Usable for all noise control, but above all for musical applications, Logan is a 
high quality and high performance solution for broadcasting, recording or post 
production studios, and music practice rooms. With a furniture grade quality and 
available in several woods and finishes, Logan Diffuser is an aesthetically pleasing 
addition to any space. 

Finishing Material : Wood 

Dimensions - 595x 595 x 65 (mm) 

Veneered Weight - available soon 

Lacquered weight - 3,70 Kg* 

Installation - Mechanical 

Hs-Code - available soon

Specifications
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Packaging 

Dimensions - 620 x 385 x 620 (mm) 

Veneered weight - available soon  

Lacquered weight - available soon 

4 Units per box 

* Approximate weight

Performance ( computer estimation -scattering coefficient)

Frequency (Hz)

1

A
lp

ha

0

W 01 W 02 W 03

Veneered wood finish:

L04 L05

L01 L02 L03

Lacquered wood finish:

100 125 160 200 250 315 400 500 630 800 1000 1250 1600 2000 2500 3150 4000 5000

0,001 0,001 0,002 0,004 0,006 0,01 0,018 0,033
0,126

0,53

0,901

0,596

0,79
0,889 0,93

0,982

0,819

0,959

http://www.artnovion.com
http://www.artnovion.com


27 Jul 2015 / V012015

Finishing Material : Wood 

Dimensions - 595x 595 x 65 (mm) 

Veneered Weight - available soon 

Lacquered weight - 3,70 Kg* 

Installation - Mechanical 

Hs-Code - available soon

Veneered wood finish:

L04 L05

L01 L02 L03

Lacquered wood finish:

Logan W 

Diffuser 
Pro Audio

Polar Response

Specifications

hello@artnovion.com 

www.artnovion.com 

Packaging 

Dimensions - 620 x 385 x 620 (mm) 

Veneered weight - available soon  

Lacquered weight - available soon 

4 Units per box 

* Approximate weight

http://www.artnovion.com
http://www.artnovion.com

