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Technical specificaTion: cRoWn elecTRic scReen
Article Size Format Gain Fabric size  Borders Black Viewing area Length Hight Depth Weight  Packaging 
number (inch)  matte (mm) (mm) drop (mm)  cassette cassette cassette Net/Gross L x W x H   
   white       (mm)   (mm)  (mm) (mm) (Kg) (mm)

CES150-4:3  69”  4:3  1,0   1500x1900  50   600   1400x1050   1610  103  97  8/9  1870x130x130
CES150-16:9  63”  16:9  1,0   1500x1638  50   600   1400x788   1610  103  97  8/9  1870x130x130

CES180-4:3  84”  4:3  1,0   1800x1925  50   600   1700x1275   1910  103  97  9/10  2170x130x130
CES180-16:9  77”  16:9  1,0   1800x1829  50   600   1700x956   1910  103  97  9/10  2170x130x130

CES210-4:3  98”  4:3  1,0   2100x2134  50   400   2000x1500   2210  103  97  10/11  2470x130x130
CES210-16:9  90”  16:9  1,0   2100x1975  50   600   2000x1125   2210  103  97  10/11  2470x130x130

CES240-4:3  113”  4:3  1,0   2400x2375  50   400   2300x1725   2510  103  97  11/13  2770x130x130
CES240-16:9  104”  16:9  1,0   2400x1940  50   400  2300x1294   2510  103  97  11/13  2770x130x130
 
CES270-4:3  128”  4:3  1,0   2700x2380  50   200  2600x1950   2810  103  97  12/14  3070x130x130
CES270-16:9  117”  16:9  1,0   2700x1913  50   200  2600x1463   2810  103  97  12/14  3070x130x130
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Smart designed electrical screen where the screen fabric comes out in the front of the cassette. Because of this con-
struction a 7 cm gap between the wall and the screen is created. This function makes it easy to place the Crown in 
front of paintings and whiteboards. The quick installation system to the Crown saves both time and space. 

casseTTe/colouR 
The screen cassette is made of aluminium and is powder coated 
in white.

RemoTe conTRol (Kp300a)
See separate product information for Kingpin Remote Control 
System KP300A.

moToR/end posiTions 
Due to the tubular motor is placed inside the axle pipe, the width 
of the cassette is only slightly more (11 cm) than the width of the 
screen itself. The end positions of the screen can be adjusted very 
easily and with great precision. 

poWeR
All Kingpin electric screens are CE-certified and is operated by 
100-230V/50-60Hz. The fuse in the controlbox is 6,3 A. The total 
length of the electric cord is 5 meter, after 2,5 meter the control-
box is mounted.

scReen fabRic/Gain 
For a natural picture, the screen fabric is matte white with a gain 
of 1,0. The screen fabric is made of PVC coated glassfibre.

blacK boRdeRs/blacKdRop 
The picture area is surrounded by 5 cm wide black borders. Above 
the picture area, there is a so called blackdrop of 10-60 cm, 
depending on the size and format of the screen. The screen has a 
black reverse side for better contrast and depth.


